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LIMIT RUNGEF AND THE DISCHARGE OF POLLUTANTS FROM EXPOSED AREAS OF THE SITE  SUCH PRACTICES MAY o WASTE DISTOSAL NO MATERIALS, INCLUDING BULLDING MATERIALS, SHALL BE DISCHARGED INTO WATERS OF THE FED. ROAD DIST. N0. 8 [ILLINOIS [ FED, AID PROJECT
INCLUDE BUT ARE NOT LIMITED {0 PERIMETER EROSION GARRIER, EARTH DIKES. DRAINAGE SWALES, SEDIMENT , . CONTRAGT No Tesi
it oo S, S GO e N e, SR et o e
EEE}AA’@N%X;E‘%E%MFENT BASING.  THE INSTALLATION OF THESE DEVICES MAY BE"SUBJECT o SECTION 404 OF THE O [OGAL WASTE DISPOSAL SANITARY SEWER OR SEPTIC. SYSTEM REGULATIONS. ' A -ICABLE STATE ANDZOR
. THE CONTRACTOR SHALL PROVIDE A WRITTEN AND GRAPHIC PLAN TO THE RESIDENT ENGINEER IDENTIFYING C LITTER NESOCIATED Wit THE PROJECT. THE CONTRACTOR IS RECPONGIBLE FOR ENGURING, HISPHER EMPLOYELS
. . ¥ /H MPLOYEES
THE FOLLOWING STRUCTURAL PRACTICES WILL BE USED FOR THLS PROJECTHCHECK ALL THAT APPLY) WHERE EACH OF THE ABOVE AREAS WILL BE LOCATED AND HOW THEY ARE TO BE MANAGED. PLACE ALL LITTER INCLUDING MARKING PAINT CANS, SODA CANS, FOOD WRAPPERS, WOOD LATHE, MARKING
B PERINETER EROSION BARRICR £ ROCK, QUTLET PROTECTION RIBBON, CONSTRUCTION STRING, AND ALL OTHER CONSTRUCTION RELATED LITTER IN THE PROPER DUMPSTERS.
B
B STORM DRAIN INCET PROTECTION O GABIONS 5. APPROVED STATE OR LOCAL LAWS D. VEHICLE AND EQUIPMENT CLEANING - VEHICLES AND EOUIPMENT ARE TO BE CLEANED IN DESIGNATED AREAS ONLY,
& SEVPORARY PIPE SLOPE DRAIN B REPAINING WALLS PREFERABLY OFF SITE.
ju)
O TEMPORARY SEDIMENT BASIN O SLOPE WALLS THE_ MANAGEMENT PRACTICES. CONTROLS AND PROVISIONS CONTAINED IN THIS PLAN WILL BE IN ACCORDANCE WITH E. VEHICLE AND EQUIPMENT FUELING - A VARIETY OF BMPS CAN 8E IMPLEMENTED DURING FUELING OF VEHICLES AND
D TEMPORARY STREAM CROSSING 0 CONCRETE REVETMENT MATS IDOT SPECIFICATIONS, WHICH ARE AT LEAST AS PROTECTIVE AS THE REQUIREMENTS CONTAINED IN THE ILLINOIS EQUIPNENT TO PREVENT_ POLLUTION.  THE CONTRACTOR SHALL INFORM THE RESDENT ENGINEER AS TOWHICH BMPS
® STABILIZED CONSTRUCTION EXITS O LEVEL SPREADERS ENVIRONVENTAL. PROTECTION. AGENCY'STLLINOLS LRBAN MANUAL 1995, PROCEDURES AND REGUIREMENTS WILL BE USED ON THE PROJECT. THE CONTRACTOR SHALL INFORM THE RESIDENT ENGINEER HOW (SIHE WILL BE
O TURF REINFORCEMENT MATS O OTHER (SPECIFY) i SPECIFIED IN APPLICABLE SEDIMENT AND EROSION SITE PLANS OR STORM WATER MANAGEMENT PLANS APPROVED BY INFORMING JIS/HER EVPLOYEES ‘OF THESE BMPS (LE. SIGNS, TRAINING, ETC). BELOW ARE A FEW EXAVPLES
O PERMANENT CHECK DANS o OTHER (SPEC LOCAL OFFICIALS SHALL BE DESCRIBED OR INCORPORATED BY REFERENCE IN THE SPACE PROVIDED BELOW. OF THESE B
D PERMANENT SEDIMENT BASIN 0 QTHER ( REQUIREMENTS SPECIFIED IN SEDIMENT AND EROSION SITE PLANS, SITE PERMITS, STORM WATER MANAGEMENT L. CONTAINMENT
O AGGREGATE DITCH O OTHER (SPECI SITE PLANS OR SITE PERMITS' APPROVED BY [OCAL OFFICIALS THAT ARE APPLICABLE To PROTECTING SURFACE g
£ PAVED DITCH O OTHER (SPECIFY)._ RESOURCES ARE, UPON SUBMITTAL OF AN NOI, TO BE AUTHORIZED TO DISCHARGE UNDER PERMIT ILRIO 2. SPILL PREVENTION AND CONTROL
IN%ESS‘E)SAHDT BY REFERENCE AND ARE ENCORCEABLE’ UNDER, THIS PERWIT EVEN IF TUEY ARE NOT SPECIFIGALLY -

3.USE OF DRIP PANS AND ABSORBENTS
DESCRIBE HOW THE STRUCTURAL PRACTICES LISTED ABOVE WILL BE UTILIZED: DESCRIPTION OF PROCEDURES AND REQUIREMENTS SPECIFIED IN APPLICABLE SEDIMENT AND EROSION SITE PLANS

OR STORM WATER MANAGEMENT PLANS APPROVED BY LOCAL OFFICIALS: 4- AUTOMATIC SHUT-OFF NOZZLES
5. TOPPING OFF RESTRICTIONS

6.LEAK INSPECTION AND REPAIR

a. TEMPORARY DITCH CHECKS SHALL BE LOCATED AT EVERY 1 FT. FALL/RISE IN DITCH GRADE.
b. TEMPORARY DITCH CHECKS, AGGREGATE USES GRADING NO. 3- REMOVE AT END OF CONSTRUCTION.

C. TEMPORARY EROSION CONTROL SEEDING SHALL BE APPLIED AT A RATE OF 100 LBS/ACRES.

F. VEHICLE AND EQUIPMENT MAINTENANCE - ON SITE MAINTENANCE MUST BE PERFORMED IN ACCORDANCE WITH ALL

d. MULCH AS APPLIED TO TEMPORARY EROSION CONTROL SEEDING SHALL BE BY THE METHOD SPECIFIED IN THE CONTRACT ENVIRONMENTAL LAWS SUCH AS PROPER STORAGE AND NO DUMPING OF OLD ENGINE OIL OR OTHER FLUIDS ON SITE.
AND_ AT THE DIRECTION OF THE ENGINEER. MULCH WILL BE PAID SEPARATELY AND SHALL CONFORM TO SECTION 251
OF THE STANDARD SPECIFICATIONS.

e.  CONSTRUCT PERIMETER EROSION CONTROL AT BEGINNING OF CONSTRUCTION. REMOVE AT END OF CONSTRUCTION. VI. FAILURE TO COMPLY:
f. STRAW BALES, HAY BALES, PERIMETER EROSION BARRIER AND SILT FENCE WILL NOT BE PERMITTED FOR TEMPORARY IIL. MAINTENANCE: FAILURE TO COMPLY WITH ANY PROVISIONS OF THIS STORM WATER POLLUTION PREVENTION PLAN WILL RESU
. . LT IN
?E1ZE@M&E'@;E%TS?KESEC’ég0R?éEEHAﬁDE%ELES"‘%&CEESCOWOSED OF AGGREGATE (IF SPECIFIED), ENVIROBERM, THE FOLLOWING IS A DESCRIPTION OF PROCEDURES THAT WILL BE USED TO MAINTAIN, IN GOOD AND EFFECTIVE THE IMPLEMENTATION OF AN EROSION AND SEDIMENT CONTROL DEFICIENCY DEDUCTION AGAINST THE CONTRACTOR
’ OPERATING CONDITIONS, THE VEGETATION, EROSION AND SEDIMENT CONTROL MEASURES AND OTHER PROTECTIVE AND/OR PENALTIES UNDER THE NPDES PERMIT WHICH COULD BE PASSED ONTO THE CONTRACTOR.
. ALL EROSION CONTROL PRODUCTS FURNISHED SHALL BE SPECIFICALLY RECOMMENDED BY THE MANUFACTURER FOR THE USE MEASURES IDENTIFIED IN THIS PLAN.
SPECIFIED IN THE EROSION CONTROL PLAN. PRIOR TO THE APPROVAL AND USE OF THE PRODUCT, THE CONTRACTOR SHALL TH NT EN P " N T NTRACTOR FOR THE PRACT -
SUBMIT TO THE ENGINEER A NOTARIZED CERTIFICATION BY THE PRODUCER STATING THE INTENDED USE OF THE PRODUCT T R N e A I T RO R L P ASSOCIATED
AND THAT THE PHYSICAL PROPERTIES REQUIRED FOR THIS APPLICATION ARE MET OR EXCEEDED. THE CONTRACTOR SHALL COMPLETE AND ACCEPTED BY IDOT AFTER FINAL INSPECTION.

PROVIDE MANUFACTURER INSTALLATION PROCEDURES TO FACILITATE THE ENGINEER IN CONSTRUCTION INSPECTION.

3. STORM WATER MANAGEMENT: PROVIDED BELOW IS A DESCRIPTION OF MEASURES THAT WILL BE INSTALLED IV. INSPECTIONS

DURING THE CONSTRUCTION PROCESS TO CONTROL POLLUTANTS IN STORM WATER DISCHARGES THAT WILL OCCUR QUALIFIED PERSONNEL SHALL INSPECT DISTURBED AREAS OF THE CONSTRUCTION SITE WHICH HAVE NOT YET BEEN LEGEND
AFTER CONSTRUCTION OPERATIONS HAVE BEEN COMPLETED. THE INSTALLATION OF THESE DEVICES MAY BE FINALLY STABILIZED, STRUCTURAL CONTROL MEASURES, AND LOCATIONS WHERE VEHICLES AND EQUIPMENT ENTER .
SUBJECT TO SECTION 404 OF THE CLEAN WATER ACT. AND EXIT THE SITE. SUCH INSPECTIONS SHALL BE CONDUCTED AT LEAST ONCE EVERY SEVEN (7) CALENDAR DAYS

AND WITHIN 24 HOURS OF THE END OF A STORM THAT IS 0.5 INCHES OR GREATER OR EQUIVALENT SNOWFALL.
a. SUCH PRACTICES MAY INCLUDE BUT ARE NOT LIMITED TO: STORM WATER DETENTION STRUCTURES (INEE.%JDINS WET

PONDS), STORM WATER RETENTION STRUCTURES, FLOW ATTENUATION BY USE OF OPEN VEGETATED SW A DISTURBED AREAS, USE AREAS (STORAGE OF MATERIALS, STOCKPILES, MACHINE MAINTENANCE, FUELING, ETC. *.@. TEMPORARY DITCH CHECK- AGGREGATE
NATURAL DEPRESSIONS, INFILTRATION GF RUNOFF ON SITE, AND SEQUENTIAL SYSTEMS (WHICH COMBINE SEVERAL BORROW SITES, AND WASTE SITES SHALL BE INSPECTED FOR EVIDENCE OF, OR THE POTENTIAL FOR, POLLUTANTS
e I g Siph, DL i SR e e R R L
S e R I N AN O T TECHNICAL SUIDANCE IN ACCESSIBLE, SHALL BE INSPECTED TO ASCERTAIN WHETHER EROSION CONTROL MEASURES ARE EFFECTIVE IN
THE ILLINOIS DEPARTMENT OF TRANSPORTATION BUREAU OF DESIGN AND ENVIRONMENT MANUAL. IF PRACTICES PREVENTING SIGNIFICANT IMPACTS TO RECEIVING WATERS. LOCATIONS WHERE VEHICLES ENTER OR EXIT THE EROSION CONTROL BLANKET
OTHER_ THAN” THOSE DISCUSSED IN SECTION 59-8 ARE SELECTED FOR IVPLEMENTATION OR 1F PRACTICES ARE SITE SHALL BE INSPECTED FOR EVIDENCE OF OFF SITE SEDIMENT TRACKING.
DECTATONS WL BE EXBLAINED GELog oM THOSE COVERED IN SECTION 598, ECHNICAL BASIS FOR SUC B. BASED ON THE RESULTS OF THE INSPECTION, THE DESCRITION OF POTENTIAL POLLUTANT SOURCES '
SHALL B REVISED AS APPROPRIATE.AS SOON AS PRACTICABLE AFTER SUCH INSPECTION. ANV CHANGES TO THIS PERIMETER EROSION BARRIER- SILT FILTER
O GUTPALL CPARNEL A NECESSARY TG PROVIDE A NON-LROSIVE VELOCITY ELOW FROM THE STRUCTURE TO A WATER PLAN RESULTING FROM THE REQUIRED INSPECTIONS SHALL BE IMPLEMENTED WITHIN 1/2 HOUR TO L WEEK — XXX — FENCE OR OTHER AS APPROVED BY THE ENGINEER
COURSE_SO THAT THE NATURAL PHYSICAL AND BIOLOGICAL CHARACTERISTICS AND FUNCTIONS ARE MAINTAINED AND BASED ON THE URGENCY OF THE SITUATION. ~THE RESIDENT ENGINEER WILL NOTIFY THE CONTRACTOR OF THE
PROTECTED (E.G. MAINTENANCE OF HYDROLOGIC CONDITIONS SUCH AS THE HYDROPERIOD AND HYDRODYNAMICS TIME REQUIRED TO IMPLEMENT SUCH ACTIONS THROUGH THE WEEKLY INSPECTION REPORT.

Pl T NITIAT F INST! TION ACTIVIT .
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DESCRIPTION OF STORM WATER MANAGEMENT CONTROLS: THIS STORM WATER POLLUTION PREVENTION PLAN, AND ACTIONS TAKEN IN ACCORDANCE WITH SECTION IV(B)
SHALL BE MADE AND RETAINED AS PART OF THE PLAN FOR AT LEAST THREE (3) YEARS AFTER THE DATE OF THE
INSPECTION. THE REPORT SHALL BE SIGNED IN ACCORDANCE WITH PART VI. G OF THE GENERAL PERMIT.

D. IF ANY VIOLATION OF THE PROVISIONS OF THIS PLAN IS IDENTIFIED DURING THE CONDUCT OF THE
CONSTRUCTION WORK COVERED BY THIS PLAN, THE RESIDENT ENGINEER SHALL COMPLETE AND FILE AN “INCIDENCE @ INLET AND PIPE PROTECTION- STRAW BALES

RIPRAP

OF NONCOMPLIANCE” (ION) REPORT FOR THE IDENTIFIED VIOLATION. THE RESIDENT ENGINEER SHALL USE FORMS FILTER FABRIC, AGGREGATES
PROVIDED BY THE ILLINOIS ENVIRONMENTAL PROTECTION AGENCY AND SHALL INCLUDE SPECIFIC INFORMATION ON
THE CAUSE OF NONCOMPLIANCE, ACTIONS WHICH WERE TAKEN TO PREVENT ANY FURTHER CAUSES OF
NONCOMPLIANCE, AND A STATEMENT DETAILING ANY ENVIRONMENTAL IMPACT WHICH MAY HAVE RESULTED FROM THE
NONCOMPLIANCE. ALL R RT OF NONCOMPLIANCE SHALL BE SIGNED BY A RESPONSIBLE AUTHORITY IN

ACCORDANCE WITH PART VL. G OF THE GENERAL PERMIT.
4. OTHER CONTROLS: THE INCIDENCE. OF 'NON-COMPLIANCE SHALL BE MATLED 10 THE FOLLOWING ADDRESS:
a. VEHICLE ENTRANCES AND EXITS - STABILIZED CONSTRUCTION ENTRANCES AND EXITS MUST BE CONSTRUCTED TO é""%“?ls ENVIRONMENTAL FROTECTION AGENCY @ PERMANENT DITCH CHECK
PREVENT TRACKING OF SEDIMENTS ONTO ROADWAYS. AR POLLUTION CONTROL
_ 1021 NORTH GRAND EAST
THE_CONTRACTOR WILL PROVIDE THE RESIDENT ENGINEER WITH A WRITTEN PLAN IDENTIFYING THE LOCATION OF POST GRFICE

STABILIZED ENTRANCES AND EXITS AND THE PROCEDURES (SIHE WILL USE TO CONSTRUCT AND MAINTAIN THEM.

b. MATERIAL DELIVERY, STORAGE, AND USE - THE FOLLOWING BMPS SHALL BE IMPLEMENTED TO HELP PREVENT
DISCHARGES OF CONSTRUCTION MATERIALS DURING DELIVERY, STORAGE, AND USE:

BOX 19276
SPRINGFIELD, ILLINOIS 62794-9276

V. NON-STORM WATER DISCHARGES:
eALL PRODUCTS DELIVERED TO THE PROJECT SITE MUST BE PROPERLY LABELED.

XCEPT FOR FLOW! M F. FIGHTING ACTIVIT! F NON-STORM WATER THAT MBINED WITH
®WATER TIGHT SHIPPING CONTAINERS AND/OR SEMI TRAILERS SHALL BE USED TO STORE HAND TOOLS, SMALL nggM WAQFRER %)%ngzngs IIA'EESOCI‘.{%{'EIDG WITH ik IEI%‘%)USSO%?%ESA%TIVIOTY SA[?SRESSAEDE?N THIS IgLES BEJSEDBEI
PARTS, AND MOST CONSTRUCTION MATERIALS THAT CAN BE CARRIED BY HAND, SUCH AS PAINT CANS, SOLVENTS, DESCRIBED BELOW. APPROPRIATE POLLUTION PREVENTION MEASURES, AS DESCRIBED BELOW, WILL BE
AND GREASE. IMPLEMENTED FOR THE NON-STORM WATER COMPONENT(S) OF THE DISCHARGE.
®A STORAGE/CONTAINMENT FACILITY SHOULD BE CHOSEN FOR LARGER ITEMS SUCH AS DRUMS AND ITEMS SHIPPED OR - »
STORED ON PALLETS. SUCH MATERIAL IS TO BE COVERED BY A TIN ROOF OR LARGE SHEETS OF PLASTIC TO A, SPILL PREVENTION AND CONTROL - BMPS SHALL BE IMPLEMENTED TO CONTAIN AND CLEAN-UP SPILLS AND PREVENT

MATERIAL DISCHARGES TO THE STORM DRAIN SYSTEM. THE CONTRACTOR SHALL PRODUCE A WRITTEN PLAN STATING

PREVENT PRECIPITATION FROM COMING IN CONTACT WITH THE PRODUCTS BEING STORED. HOW HIS/HER COMPANY WILL PREVENT, REPORT, AND CLEAN UP SPILLS AND PROVIDE A COPY TO ALL OF HIS/HER

EMPLOYEES AND THE RESIDENT ENGINEER. THE CONTRACTOR SHALL NOTIFY ALL OF HIS/HER EMPLOYEES ON THE
®LARGE ITEMS SUCH AS LIGHT STANDS, FRAMING MATERIALS AND LUMBER SHALL BE STORED IN THE OPEN IN A
GENERAL STORAGE AREA. SUCH MATERIAL SHALL BE ELEVATED WITH WOOD BLOCKS TO MINIMIZE CONTACT WITH RO ER FTocoL F.OR REPORTING SPILLS. THE CONTRACTOR SHALL NOTIFY THE RESIDENT ENCINEER OF ANY
STORM WATER RUNOFF. .
B. CONCRETE RESIDUALS AND WASHOUT WASTES - THE FOLLOWING BMPS SHALL BE IMPLEMENTED TO CONTROL RESIDUAL
oSPILL CLEAN-UP MATERIALS, MATERIAL SAFETY DATA SHEETS, AN INVENTORY OF MATERIALS, AND EMERGENCY !
CONTACT NUMBERS SHALL BE MAINTAINED AND STORED IN ONE DESIGNATED AREA AND EACH CONTRACTOR IS TO CONCRETE, CONCRETE SEDIMENTS, AND RINSE WATER:
INFORM HIS/HER EMPLOYEES AND THE RESIDENT ENGINEER OF THIS LOCATION. 1. TEMPORARY CONCRETE WASHOUT FACILITIES SHALL BE CONSTRUCTED FOR RINSING OUT CONCRETE TRUCKS. SIGNS

SHALL BE INSTALLED DIRECTING CONCRETE TRUCK DRIVERS WHERE DESIGNATED WASHOUT FACILITIES ARE LOCATED.
. STOCKPILE MANAGEMENT - BMPS SHALL BE IMPLEMENTED TO REDUCE OR ELIMINATE POLLUTION OF STORM WATER

FROM STOCKPILES OF SOIL AND PAVING MATERIALS SUCH AS BUT NOT LIMITED TO PORTLAND CEMENT CONCRETE 2. THE CONTRACTOR SHALL HAVE THE LOCATION OF TEMPORARY CONCRETE WASHOUT FACILITIES APPROVED BY THE
RUBBLE, ASPHALT CONCRETE, ASPHALT CONCRETE RUBBLE, AGGREGATE BASE, AGGREGATE SUB BASE, AND RESIDENT ENGINEER.

PRE-MIXED AGGREGATE. THE FOLLOWING BMPS MAY BE CONSIDERED: 3. ALL TEMPORARY CONCRETE WASHOUT FACILITIES ARE TC BE INSPECTED BY THE CONTRACTOR AFTER EACH USE AND

. ALL SPILLS MUST BE REPORTED TO THE RESIDENT ENGINEER AND CLEANED UP IMMEDIATELY.
,:Ezlpﬁli ESE?;Z PR 4. CONCRETE WASTE SOLIDS/LIGUIDS SHALL BE DISPOSED OF PROPERLY. ILLINOIS DEPARTMENT OF TRANSPORTATION
oy o rcoe——|  STORM WATER POLLUTION
*PLASTIC COVERS NAME DATE PREVENTION PLAN
¢SOIL BINDERS FAP ROUTE 310
©PERIMETER EROSION BARRIER SECTION 60-(16)

THE CONTRACTOR WILL PROVIDE THE RESIDENT ENGINEER WITH A WRITTEN PLAN OF THE PROCEDURES (SHE WILL MADISON COUNTY

USE ON THE PROJECT AND HOW THEY WILL BE MAINTAIN ) SCALE: ORANN BY: Ul
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